Max. Effective free air Emitted Dimensions Com-

type pressure delivery* or essosl:::'g pressed

levels** air outlet

dB(A) BxTxH (mm) inch
E04 " 8| 116 410 14.5 4 55 - 60| 670x1000x 975 G1/2 215
E04" 10| 145 340 12 4 5.5 - 60| 670x1000x 975 G1/2 215
EO6 8| 116 620 21.9 5.5 7.5 - 62 670 x 1000 x 975 G1/2 250
EO 6 10| 145 490 17.3 55 7.5 - 59| 670x1000x 975 G1/2 250
EO6D 8| 116 620 21.9 55 7.5 - 62| 670x1000x 1385 G1/2 336
EO6D 10| 145 490 17.3 oI5 7.5 - 59| 670x 1000 x 1385 G1/2 336
EO 6 (DR 8| 116 620 21.9 55 7.5 270 62| 745x1785x1570 G1/2| 380(405)
EO 6 (D)R 10| 145 490 17.3 1) 7.5 270 59| 745x1785x 1570 G1/2| 380(405)
EOG6TR 8| 116 2x620| 2x21.9| 2xbb5| 2x7.5 350 62| 1005 x 1815 x 1625 G1/2 647
EO 6 TR 10| 145| 2x490| 2x17.3| 2x55| 2x75 350 59| 1005x 1815x 1625 G1/2 647
EO 8 (D) 8| 116 820 29 8 11 - 64| 915x1520x 1460 G1| 520(550)
E0 8 (D) 10| 145 680 24 8 11 - 64| 915x 1520 x 1460 G1| 520(550)
EO 11 (D) 8| 116 1240 43.8 11 15 - 62| 915x1520x 1460 G1| 585(620)
EO 11 (D) 10| 145 980 34.6 11 15 - 59| 915x 1520 x 1460 G1| 585(620)
EO 16 8| 116 1860 65.7 16.5 22 - 66| 915x 1520 x 1460 G1 710
EO 16 10| 145 1470 51.9 16.5 22 - 63| 915x 1520 x 1460 G1 710
E0 17(D) 8| 116 1860 65.7 16.5 22 - 62| 915x1520x 1880 G1| 774(808)
EO 17(D) 10| 145 1470 51.9 16.5 22 - 59| 915x 1520 x 1880 G1| 774(808)
EO 22(D) 8| 116 2480 87.5 22 30 - 64| 915x 1520 x 1880 G1| 896(934)
EO 22(D) 10| 145 1960 69.2 22 30 - 61| 915x 1520 x 1880 G1| 896(934)

)

also available with integrated refrigeration dryer, on a container with separate refrigeration dryer and as a dual system
* free air delivery measured according to ISO 1217, annex C

**sound pressure values measured according to DIN EN ISO 2151:2009
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