Max. pressure | Effective free | Nominal output Dimensions Dimensions Weight

air delivery* drive motor silenced super-silenced super-

silenced

WxDxH(mm)| WxDxH(mm) kg

K8 10 150 648| 23.0 55 7.5] 1012x804 x 784 | 1312x804x 784 225 232
40 600 3901 14.0 5.5 7.5] 1012x804 x 784 | 1312x804x 784 232 239

K15 10 150 1296| 46.0f 11.0] 15.0| 1497 x806x 891 | 2097 x 806 x 891 379 391
15 220 794 280 11.0] 150/ 1497 x806x 891 | 2097 x 806 x 891 380 392

40 600 780 275 11.0| 15.0| 1497 x806x 891 | 2097 x 806 x 891 380 392

K 8- 270 10 150 648| 23.0 55 7.5] 1770x 804 x 1346 | 1770 x 804 x 1346 330 337
250 40 600 390 14.0 55 7.5] 1630 x 804 x 1346 | 1630 x 804 x 1346 470 477

K15- 270 10 150 1296| 46.0 11.0 15.0| 1770 x 806 x 1453 | 2097 x 806 x 1453 490 502
250 15 220 794 28.0 11.0 15.0| 1510 x 806 x 1453 | 2097 x 806 x 1453 510 522

250 40 600 780 275 11.0 15.0| 1560 x 806 x 1453 | 2097 x 806 x 1453 590 602

* Free air delivery according to EN ISO 1217 annex C at 80% max. pressure. Emitted sound pressure levels from 70 dB(A) according to DIN EN ISO 2151:2009
Further receiver sizes available on request.
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