BOGE Max. Effective free Motor power Dimensions " Dimensions? Weight
Model*** pressu- air delivery* silenced | super silenced super
WxDxH WxDxH Si-

lenced

SLF 30-3 75| 110| 1.24-4.05| 438-143.0| 22| 30|0.75| 1.0| 1830x966x1450 - G1% 775 -
SLF 30-3 8| 115 1.20-3.94| 424-1391| 22| 30(0.75| 1.0| 1830x966x1450 - G1% 775 -
SLF 30-3 10| 150| onrequest onrequest| 22| 30|0.75| 1.0| 1830x966x1450 = G1% 775 =
SLF 30-3 13| 190| onrequest onrequest| 22| 30| 0.75] 1.0| 1830x966x1450 - G1% 775 -
SLDF 30-3 75| 110| 1.24-4.05 43.8-143| 22| 30| 0.75| 1.0| 1830x966x1730 - G1% 899 -
SLDF 30-3 8| 115 1.20-3.94| 424-139.1| 22| 30| 0.75| 1.0/ 1830x966x1730 - G1% 899 -
SLDF 30-3 10| 150| on request onrequest| 22| 30| 0.75| 1.0| 1830x966x1730 = G1% 899 =
SLDF 30-3 13| 190| onrequest onrequest| 22| 30| 0.75] 1.0 1830x966x1730 - G1% 899 -
SLF 40-3 75| 110| 1.34-547| 47.3-193.2| 30| 40| 0.75| 1.0| 1830x966x1450 - G1% 845 -
SLF 40-3 8| 115| 1.30-5.31| 459-187.5| 30| 40| 0.75| 1.0/ 1830x966x1450 - G1% 845 -
SLF 40-3 10| 150| 1.30-4.75| 459-167.7| 30| 40| 0.75| 1.0| 1830x966x1450 - G1% 845 -
SLF 40-3 13| 190] 1.26-421| 445-148.7| 30| 40| 0.75] 1.0] 1830x966x1450 - G1% 845 -
SLDF 40-3 75| 110| 1.34-547| 47.3-193.2| 30| 40| 0.75| 1.0| 1830x966x1730 - G1% 1055 -
SLDF 40-3 8| 115| 1.30-5.31| 459-1875| 30| 40| 0.75| 1.0/ 1830x966x1730 - G1% 1055 -
SLDF 40-3 10| 150| 1.30-4.75| 459-167.7| 30| 40| 0.75| 1.0| 1830x966x1730 - G1% 1055 -
SLDF 40-3 13| 190] 1.26-4.21| 445-148.7| 30| 40| 0.75| 1.0] 1830x966x1730 — G1% 1055 —
SLF 40-3 BLUEKAT | 7.5| 110| 1.34-547| 47.3-1932| 30| 40| 0.75| 1.0| 2470x966x1955 - G1% 1171 -
SLF 40-3 BLUEKAT| 8| 115| 1.30-5.31| 459-187.5| 30| 40| 0.75| 1.0 2470x966x1955 - G1% 1171 -
SLF 40-3 BLUEKAT | 10| 150| 1.30-4.75| 45.9-167.7| 30| 40| 0.75| 1.0| 2470x966x1955 - G1% 1171 -
SLF 40-3 BLUEKAT | 13| 190| 1.26-4.21| 445-148.7| 30| 40| 0.75| 1.0| 2470x966x1955 - G1% 1171 —
SLF 51-3 75| 110| 237-7.37| 83.7-260.3| 37| 50| 1.1| 1.5|2043x1065x1455 | 2043x1065x1950 G1% 1250 1300
SLF51-3 8] 115 230-7.16| 81.2-2529| 37| 50| 1.1| 1.5|2043x1065x1455 | 2043x1065x1950 G1% 1250 1300
SLF 51-3 10| 150| 2.25-6.43| 795-2271| 37| 50| 1.1| 1.5]2043x1065x1455 | 2043x1065x1950 G1% 1250 1300
SLF 51-3 13| 190 2.12-512| 749-180.8| 37| 50| 1.1| 1.5]2043x1065x1455 | 2043x1065x1950 G1% 1250 1300
SLF 61-3 75| 110| 247-814| 87.2-287.0| 45| 60| 1.5| 2.0|2043x1065x1455 | 2043x1065x1950 G1% 1380 1430
SLF 61-3 8| 115| 240-7.90| 84.4-279.0| 45| 60| 1.5| 2.0]|2043x1065x1455 | 2043x1065x1950 G1% 1380 | 1430
SLF 61-3 10| 150| 2.30-7.00| 81.2-2472| 45| 60| 15| 2.0|2043x1065x1455 | 2043x1065x1950 G172 1380 | 1430
SLF 61-3 131 190| 2.14-578| 756-2041| 45| 60| 1.5| 2.0|2043x1065x1455 | 2043x1065x1950 G1% 1380 1430
SLF 75-3 75| 110| 2.27-9.88| 80.2-349.0| 55| 75| 2.2| 3.0|2043x1065x1455 | 2043x1065x1950 G1% 1498 | 1548
SLF 75-3 8| 115| 220-9.60| 77.7-339.0| 55| 75| 2.2| 3.0|2043x1065x1455 | 2043x1065x1950 G1%2 1498 | 1548
SLF 75-3 10| 150| 2.10-8.50| 74.2-300.2| 55| 75| 2.2| 3.0|2043x1065x1455 | 2043x1065x1950 G1% 1498 | 1548
SLF 75-3 13| 190 218-7.26| 77.0-256.4| 55| 75| 2.2| 3.0|2043x1065x1455 | 2043x1065x1950 G1% 1498 | 1548
SLF 101-3 75| 110| 5.05-13.91| 1783-491.0| 75|/100| 3.0| 4.0|2414x1315x1760 | 2414x1315x2255 G 2% 2112 2172
SLF 101-3 8| 115| 5.05-13.68| 178.3-483.1| 75[100| 3.0| 4.0|2414x1315x1760 | 2414x1315x2255 G 2% 2112 2172
SLF 101-3 10| 150| 4.94-11.71| 174.4-4135| 75(100| 3.0| 4.0|2414x1315x1760 | 2414x1315x2255 G 2% 2112 2172
SLF 101-3 13| 190| 3.68-10.53| 130.0-371.8| 75|100| 3.0, 4.0|2414x1315x1760 | 2414x1315x2255 G 22 2112 2172
SLF 125-3 75] 110| 491-15.61| 173.4-551.2| 90|125| 4.0| 5.5|2414x1315x1760 | 2414x1315x2255 G 2% 2162 | 2222
SLF 125-3 8| 115| 493-15.31| 1741 -540.5| 90|125| 4.0| 5.5|2414x1315x1760 | 2414x1315x2255 G 2% 2162 | 2222
SLF 125-3 10| 150| 4.93-14.25| 174.1-503.2| 90|125| 4.0| 5.5|2414x1315x1760 | 2414x1315x2255 G 2% 2162 | 2222
SLF 125-3 131 190| 4.77-12.48| 168.3-440.7| 90|125| 4.0| 5.5]|2414x1315x1760 | 2414x1315x2255 G 2% 2162 | 2222
SLF 181-3 75| 110 8.12 - 22.80 286-805(132(180| 4.0| 10.0| 3145x1910x2145 | 3145x1910x2645 DN 80 3200 3300
SLF 181-3 10| 150| 7.97 - 19.70 281-696|132|180| 4.0| 10.0|3145x1910x2145 | 3145x1910x2645 DN 80 3200| 3300
SLF 181-3 13] 190 8.12 - 16.10 287 -586(132]180| 4.0| 10.0| 3145x1910x2145 | 3145x1910x2645 DN 80 3200 3300
SLF 221-3 75| 110| 8.67 -28.80] 306-1017[160|220| 4.0| 10.0 | 3145x1910x2145 | 3145x1910x2645 | DN 100 4500 | 4600
SLF 221-3 10| 150 8.51 - 25.10 300-885|160|220| 4.0| 10.0|3145x1910x2145 | 3145x1910x2645 | DN 100 4500| 4600
SLF 221-3 131 1901 8.26 - 21.30 292 -7521160|220| 4.0] 10.0 | 3145x1910x2145 | 3145x1910x2645| DN 100 4500 | 4600
SLF 271-3 75| 110| 8.67 - 36.50| 306-1289|200|270| 7.5| 10.0|3145x1910x2145 | 3145x1910x2645 | DN 100 4700 | 4800
SLF 271-3 10| 150| 8.51-32.6 300-1151|200(270| 7.5| 10.0|3145x1910x2145| 3145x1910x2645| DN 100 4700 | 4800
SLF 271-3 13] 190| 8.26 -27.5 292- 971]200(270| 7.5| 10.0|3145x1910x2145 | 3145x1910x2645| DN 100 4700 | 4800

* Free air delivery for the complete package in accordance with ISO 1217, Appendix E, at 20°C ambient temperature and maximum pressure. Emitted sound pressure values from 64 dB(A) according to DIN EN IS0 2151:2009
** Max. pressure of the compressor, the 7.5 bar indications are to be provided as reference values. The machines are shipped standard in 8 bar.

***The SLF 221 and 271 machines belong to the S-2 series

" super-silenced on the intake side 2 super-silenced on the intake and on the exhaust air side

The shown performance data refer to compressors with standard equipment.



Effective free air Motor power Dimensions" Dimensions? Com- Weight

delivery* Fan motor silenced | super silenced | pressed super

WxDxH WxDxH silenced

mm mm air kg

S221-3 75| 110 28,1 992 | 160 | 220 41 55|3100x1910x2140 | 3500x1910x2640 | DN 100 4400 4500
S 221-3 10| 115 24,6 869 | 160 | 220 41 55| 3100x1910x2140 | 3500x1910x2640 | DN 100 4400 4500
$221-3 13| 190 20,3 7171160 | 220 41 55| 3100x1910x2140 | 3500x1910x2640 | DN 100 4400 4500
S271-3 750 110 35,2 1243|200 270| 7,5| 10| 3100x1910x2140 | 3500x1910x2640 | DN 100 4600 4700
S271-3 10| 150 31,8 1123|200 270| 7,5| 10| 3100x1910x2140 | 3500x1910x2640 | DN 100 4600 4700
S 271-3 13| 190 26,2 925|200 270| 7,5| 10| 3100x1910x2140 | 3500x1910x2640 | DN 100 4600 4700
S 341-3 7,5 110| onrequest| onrequest|250|340( 11| 15| 3100x1910x2140| 3500x1910x2640| DN 100 4800 4900
S 341-3 10| 150 38,2 1349|250 340 11| 15| 3100x1910x2140 | 3500x1910x2640 | DN 100 4800 4900
S 341-3 13| 190 33,1 1169|250 340 11| 15| 3100x1910x2140 | 3500x1910x2640 | DN 100 4800 4900
SL181-3 | 7,5| 110 22,7 802 | 132 | 180 41 55| 3100x1910x2140 | 3100x1910x2640 | DN 100 3900 4000
SL221-3 | 10| 150 22,7 802 | 160 | 220 41 55|3100x1910x2140 | 3100x1910x2640 | DN 100 4200 4300
SL271-3 | 13| 190 22,7 802|200 270| 7,5| 10| 3100x1910x2140 | 3100x1910x2640 | DN 100 4800 4900
SL 270 75 110 33,5 1183|200 270| 55| 7,5] 3100x1910x2145 | 3100x1910x2645 | DN 100 3900 4000
SL 270 8| 115 &3 1177|200 270| 7,5| 7,5| 3100x1910x2145 | 3100x1910x2645| DN 100 3900 4000
SL 340 10| 150 33,2 1173|250 340| 7,5| 10| 3100x1910x2145 | 3100x1910x2645| DN 100 4500 4600
SL 340 13| 190 33,0 1166 | 250 | 340 | 11,5| 10| 3100x1910x2145 | 3100x1910x2645| DN 100 4500 4600
SL341-3 | 7,5| 110| onrequest| onrequest| 250|340| 7,5| 10| 3100x1910x2140 | 3100x1910x2640| DN 100 5000 5100
SL431-3 | 10| 150| onrequest| onrequest| 315|430| 7,5| 10| 3100x1910x2140 | 3100x1910x2640| DN 100 5000 5100
SL481-3 | 13| 190| onrequest| onrequest| 355|480| 7,5| 10| 3100x1910x2140 | 3100x1910x2640| DN 100 5600 5700
SLF181-3 | 7,5| 110|8,12-22,8| 287-805| 132| 180 41 10| 3150x1910x2140 | 3150x1910x2640 | DN 100 4200 4300
SLF181-3 | 10| 150|7,97-19,7| 281-696| 132| 180 41 10| 3150x1910x2140 | 3150x1910x2640 | DN 100 4200 4300
SLF181-3 | 13| 190|8,12-16,1| 287-569| 132| 180 41 10| 3150x1910x2140 | 3150x1910x2640 | DN 100 4200 4300
SLF221-3 | 75| 110|8,67-28,8|306-1017| 160| 220 41 10| 3150x1910x2140 | 3150x1910x2640 | DN 100 4500 4600
SLF221-3 | 10| 150|8,51-25,1| 301-886| 160| 220 41 10| 3150x1910x2140 | 3150x1910x2640 | DN 100 4500 4600
SLF221-3 | 13| 190|8,26-21,3| 292-752| 160 | 220 41 10| 3150x1910x2140 | 3150x1910x2640 | DN 100 4500 4600
SLF271-3 | 7,5| 110|8,67 -36,5|306-1289|200|270| 7,5| 10| 3150x1910x2140 | 3150x1910x2640| DN 100 5100 5200
SLF271-3| 10| 150|8,51-32,6|301-1151]200|270| 7,5| 10| 3150x1910x2140 | 3150x1910x2640| DN 100 5100 5200
SLF271-3 | 13| 190|8,26-27,5| 292-971|200|270| 7,5| 10| 3150x1910x2140 | 3150x1910x2640 | DN 100 5100 5200

* Free air delivery for the complete package in accordance with ISO 1217, Appendix C, at 20°C ambient temperature and maximum pressure. Emitted sound pressure values from 76 dB(A) according

to DIN EN IS0 2151:2009.

** Max. pressure of the compressor. The 7.5 bar indications are provided as reference values. The machines are designed for 8 bar.
2 super-silenced on the intake and on the exhaust air side

" super-silenced on the intake side
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