Effective free
elivery

air d

S 31-3 8| 115 3.88 137| 22| 30| 0.7501.0 | 1615x990x1450 - G 1’ 750 -
S 31-3 10| 150 3.35 118.3) 22| 30| 0.75[1.0 | 1615x990x1450 - G 1’ 750 -
S 31-3 13| 190 2.73 96.4| 22| 30| 0.7501.0 | 1615x990x1450 = G1 750 =
S 40-3 8| 115 5.31 187.5 30| 40| 0.75[1.0 | 1615x990x1450 — G1 842 —
S 40-3 10| 150 4.77 168.5 30| 40| 0.75[1.0 | 1615x990x1450 = G 1) 842 =
S 40-3 13| 190 3.86 136.3 30| 40]0.751.0 | 1615x990x1450 - G1 842 -
SD 40-3 8| 115 5.31 187.5 30| 40| 0.75[1.0 | 1615x990x1730 - G 1’ 970 -
SD 40-3 10| 150 4.77 168.5 30| 40| 0.75[1.0 | 1615x990x1730 — G1 970 —
SD 40-3 13| 190 3.86] 136.3 30| 40| 0.75[1.0 | 1615x990x1730 = G 1) 970 =
S 40-3 BLUEKAT 8| 115 5.31 187.5 30| 40| 0.75[1.0 | 2258x960x1955 - G 1’ 1100 -
S 40-3 BLUEKATIO| 150 4.77 168.5 30| 40| 0.75[1.0 | 2258x960x1955 - G 1’ 1100 =
S 40-3 BLUEKATI3| 190 3.86 136.3 30| 40| 0.75[1.0 | 2258x960x1955 — G1 1100 —
S 50-3 8| 115 6.32 223.2 37|50 1.5/2.0/ 1615x990x14501615x990x1950 G 1° 843 873
S 50-3 10| 150 5.61 198.1 37|50 1.5/2.0] 1615x990x14501615x990x1950 G 1’ 843 873
S 50-3 13| 190 4.72 166.7] 37| 50| 1.5/2.0] 1615x990x14501615x990x1950 G 1} 843 873
SD 50-3 8| 115 6.32 223.2 37|50| 1.5/2.0] 1615x990x17301615x990x1950 G 1 971 1001
SD 50-3 10| 150 5.61 198.1 37| 50| 1.5/2.0| 1615x990x17301615x990x1950 G 1’ 971 1001
SD 50-3 13| 190 4.72 166.7 37| 50| 1.5/2.0] 1615x990x17301615x990x1950 G 1} 971 1001
S 50-3 BLUEKAT 8| 115 6.32 223.2 37|50 1.5/2.0 —| 2258x960x1955 G 1} = 1320
S 50-3 BLUEKATIO| 150 5.61 198.1 37| 50| 1.5/2.0 —| 2258x960x1955 G 1 - 1320
S 50-3 BLUEKATI3| 190 4.72 166.7] 37| 50| 1.5/2.0 —| 2258x960x19%5 G 17 = 1320
S 60-3 8| 115 7.30 257.8 45|60/ 1.5/2.0/ 1615x990x14501615x990x1930 G 17 994 1024
S 60-3 10| 150 6.53 230.6 45/60| 1.5/2.0/ 1615x990x14501615x990x1950 G 1° 994 1024
S 60-3 13| 190 5.33 188.2 45| 60| 1.5/2.0] 1615x990x14501615x990x1950 G 1} 994 1024
SD 60-3 8| 115 7.30 257.8 45/60| 1.5/2.0] 1615x990x17301615x990x1950 G 1° 1122 1152
SD 60-3 10| 150 6.53 230.60 45/ 60| 1.5/2.0/ 1615x990x17301615x990x1930 G 1° 1122 1152
SD 60-3 13| 190 5.33 188.2 45| 60| 1.5/2.0] 1615x990x17301615x990x1950 G 1} 1122 1152
SF 60-3 7.5| 110|1.62 - 7.5257.2 - 265.% 45| 60| 1.5/2.0] 1615x990x14501615x990x1950 G 1’ 1057 1087
SF 60-3 8| 115/1.58 - 7.3055.8 - 257.8 45/ 60| 1.5/2.0| 1615x990x14501615x990x1950 G 1°, 1057| 1087
SF 60-3 10| 150 1.43 - 6.5850.5 - 230.6 45| 60| 1.5/2.0/ 1615x990x14501615x990x1950 G 1? 1057 1087
SF 60-3 13| 190/ 1.19 - 5.3842.0 - 188.2 45| 60| 1.5/2.0] 1615x990x14501615x990x1950 G 1’ 1057| 1087
SDF 60-3 7.5 110]1.62 - 7.5257.2 - 265.5 45| 60| 1.5/2.0| 1615x990x17301615x990x1950 G 1’ 1122 1152
SDF 60-3 8| 115/1.58 - 7.3055.8 - 257.8 45/ 60| 1.5/2.0| 1615x990x17301615x990x1950 G 1° 1122 1152
SDF 60-3 10| 150| 1.43 - 6.5850.5 - 230.6 45| 60| 1.5/2.0/ 1615x990x17301615x990x1950 G 1? 1122 1152
SDF 60-3 13| 190/ 1.19 - 5.3842.0 - 188.2 45| 60| 1.5/2.0] 1615x990x17301615x990x19%0 G 1? 1122 1152
S 61-3 8| 115 7.85 277.2 45|60 1.5/2.0{ 1995x1065x1455995x1065x1950 G 1% 1180 1230
S 61-3 10| 150 6.89 243.20 45/ 60| 1.5/2.0| 1995x1065x1455995x1065x1950 G 17 1180 1230
S 61-3 13| 190 5.82 205.5 45/60) 1.5/2.0{ 1995x1065x1455995x1065x1950 G 1 1180 1230
SD 61-3 8| 115 7.85 277.2 45/60| 1.5/2.0{ 1995x1065x1950995x1065x1950 G 1 1330 1380
SD 61-3 10| 150 7.10 250.7| 45/ 60| 1.5/2.0] 1995x1065x1950995x1065x1950 G 1 1330 1380
SD 61-3 13| 190 6.03] 212.9 45|60] 1.5[2.0] 1995x1065x1950995x1065x1950 G 1? 1330 1380
S 75-3 8| 115 9.88 348.9 55|75 2.2|3.0| 1995x1065x1455995x1065x1950 G 17 1260 1310
S 75-3 10| 150 8.75 308.9 55|75| 2.2|3.0{ 1995x1065x1455995x1065x1950 G 17 1260 1310
S 75-3 13| 190 7.32 258.6 55|75 2.2]3.0{ 1995x1065x1455995x1065x1950 G 1 1260 1310
SD 75-3 8| 115 9.88 348.9 55|75| 2.2|3.0{ 1995x1065x1950995x1065x1950 G 17 1430 1480
SD 75-3 10| 150 8.90 314.3 55| 75| 2.2|3.0| 1995x1065x1950995x1065x1950 G 17 1430 1480
SD 75-3 13| 190 7.45 263.1 55| 75| 2.2]3.0{ 1995x1065x1950995x1065x1950 G 1} 1430 1480




Max.
pressure**

Effective free
air delivery *

Motor power

Dimensions"
silenced
WxDxH

Dimensions?
super silenced
WxDxH

Weight
super
silenced

S90-3 8| 1156 11.35 400.8| 65| 90| 22| 3.0| 1995x1065x1455 | 1995x1065x1950 G1% 1328 1378
S90-3 10| 150 10.18 359.5| 65| 90| 22| 3.0| 1995x1065x1455 | 1995x1065x1950 G1% 1328 1378
S90-3 13] 190 8.87 3132 65| 90| 2.2] 3.0| 1995x1065x1455 | 1995x1065x1950 G1% 1328 1378
SD 90-3 8| 115 11.35 400.8| 65| 90| 2.2| 3.0| 1995x1065x1950 | 1995x1065x1950 G1% 1498 1548
SD 90-3 10| 150 10.18 359.5| 65| 90| 22| 3.0| 1995x1065x1950 | 1995x1065x1950 G1% 1498 1548
SD 90-3 13| 190 8.87 3132] 65| 90| 22| 3.0 1995x1065x1950 | 1995x1065x1950 G1% 1498 1548
S100-3 8| 115 12.54 4429| 75| 100| 22| 3.0| 1995x1065x1455 | 1995x1065x1950 G1% 1358 1408
S100-3 10| 150 11.00 388.5| 75| 100| 22| 3.0| 1995x1065x1455 | 1995x1065x1950 G1% 1358 1408
S100-3 13] 190 9.53 336.5] 75| 100| 2.2] 3.0] 1995x1065x1455 | 1995x1065x1950 G1% 1358 1408
SD 100-3 8| 1156 12.80 452.0| 75| 100| 2.2| 3.0| 1995x1065x1950 | 1995x1065x1950 G 1% 1528 1578
SD 100-3 10| 150 11.00 388.5| 75/ 100| 2.2| 3.0| 1995x1065x1950 | 1995x1065x1950 G1% 1528 1578
SD 100-3 13| 190 9.53 336.5| 75| 100| 2.2 3.0| 1995x1065x1950 | 1995x1065x1950 G1% 1528 1578
SF100-3 75| 11012.99-13.18|105.6 - 465.4| 75| 100| 2.2| 3.0| 2043x1065x1455| 2043x1065x1950 G1% 1388 1438
SF100-3 8| 115|2.91-12.80|102.8 -452.0| 75| 100| 2.2| 3.0| 2043x1065x1455| 2043x1065x1950 G1% 1388 1438
SF100-3 10| 15012.58-11.00| 91.1-368.5| 75| 100| 2.2| 3.0| 2043x1065x1455 | 2043x1065x1950 G1% 1388 1438
SF100-3 13| 190(2.09- 9.53| 73.8-336.5| 75| 100| 2.2| 3.0 | 2043x1065x1455 | 2043x1065x1950 G1% 1388 1438
SDF100-3 | 7.5| 110(2.99-13.18|105.6-465.4| 75| 100| 2.2| 3.0| 2043x1065x1950 | 2043x1065x1950 G1% 1538 1588
SDF 100-3 8| 115]2.91-12.80|102.8 -452.0| 75| 100| 22| 3.0| 2043x1065x1950 | 2043x1065x1950 G1% 1538 1588
SDF100-3 | 10| 150(2.58-11.00| 91.1-368.5| 75| 100| 2.2| 3.0| 2043x1065x1950 | 2043x1065x1950 G1% 1538 1588
SDF100-3 | 13| 190(2.09- 9.53| 73.8-336.5| 75| 100| 2.2| 3.0| 2043x1065x1950 | 2043x1065x1950 G1% 1538 1588
5101-3 8| 1156 13.62 481.0| 75| 100| 2.2| 3.0| 2366x1315x1760 | 2366x1315x2255 G212 2047 2107
S101-3 10| 150 1.77 4156| 75| 100| 2.2| 3.0| 2366x1315x1760 | 2366x1315x2255 G 2% 2047 2107
5101-3 13| 190 11.04 390.0| 75| 100| 2.2| 3.0| 2366x1315x1760 | 2366x1315x2255 G 2% 2047 2107
SD101-3 8| 115 13.90 490.9| 75| 100| 2.2| 3.0| 2366x1315x1760 | 2366x1315x2255 G212 2213 2273
SD101-3 10| 150 11.83 417.8| 75| 100| 2.2| 3.0| 2366x1315x1760 | 2366x1315x2255 G 2% 2213 2273
SD101-3 13| 190 11.1 392.0| 75| 100| 2.2| 3.0| 2366x1315x1760 | 2366x1315x2255 G 2% 2213 2273
5125-3 8| 1156 15.51 547.8| 90| 125| 4.0| 5.5| 2366x1315x1760 | 2366x1315x2255 G212 2067 2127
S125-3 10| 150 14.04 495.6| 90| 125| 4.0| 5.5| 2366x1315x1760 | 2366x1315x2255 G 2% 2067 2127
5125-3 13] 190 11.62 4104 90| 125| 4.0] 5.5| 2366x1315x1760 | 2366x1315x2255 G 2% 2067 2127
SD 125-3 8| 115 15.75 556.2| 90| 125| 4.0| 5.5| 2366x1315x1760 | 2366x1315x2255 G212 2233 2293
SD 125-3 10| 150 14.25 503.2| 90| 125| 4.0| 5.5| 2366x13156x1760 | 2366x1315x2255 G 2% 2233 2293
SD 125-3 13| 190 11.80 416.7| 90| 125| 4.0] 5.5| 2366x1315x1760 | 2366x1315%x2255 G 2% 2233 2293
S150-3 8| 115 18.26 644.6| 110| 150| 4.0| 5.5| 2366x1315x1760 | 2366x1315x2255 G212 2132 2192
S 150-3 10| 150 16.25 573.9|110| 150 | 4.0| 5.5| 2366x1315x1760 | 2366x1315x2255 G 2% 2132 2192
S150-3 13] 190 14.25 503.2| 110| 150| 4.0] 5.5| 2366x1315x1760 | 2366x1315x2255 G 2% 2132 2192
SD 150-3 8| 1156 18.44 651.2| 110 | 150 | 4.0| 5.5| 2366x1315x1760 | 2366x1315x2255 G 2% 2298 2358
SD 150-3 10| 150 16.25 573.9]110| 150 | 4.0| 5.5| 2366x1315x1760 | 2366x1315x2255 G212 2298 2358
SD 150-3 13| 190 14.25 503.2| 110 | 150 | 4.0| 5.5| 2366x1315x1760 | 2366x1315%x2255 G2% 2298 2358
SF150-3 | 7.5| 110(4.63-18.04| 163.5-639.0| 110 | 150 | 4.0| 5.5| 2414x1315x1760 | 2414x1315x2255 G 2% 2200 2260
SF150-3 8| 115|4.62 -17.98 | 163.1 -634.8 | 110| 150 | 4.0| 5.5| 2414x1315x1760 | 2414x1315x2255 G212 2200 2260
SF150-3 10| 150(4.27 - 16.25|150.8-573.9| 110 | 150 | 4.0| 5.5| 2414x1315x1760 | 2414x1315x2255 G212 2200 2260
SF 150-3 13| 190(2.97 - 14.25| 104.9-503.2| 110 | 150| 4.0| 5.5| 2414x1315x1760 | 2414x1315x2255 G 2% 2200 2260
SDF150-3 | 7.5| 110(4.77-18.95| 168.5-669.2 | 110 | 150 | 4.0| 5.5| 2414x1315x1760 | 2414x1315x2255 G 2% 2366 2426
SDF 150-3 8| 115|4.64-18.44|163.9-651.2| 110| 150 | 4.0| 5.5| 2414x1315x1760 | 2414x1315x2255 G212 2366 2426
SDF 150-3 | 10| 150(4.27 - 16.25| 150.8 - 573.9| 110 | 150| 4.0| 5.5| 2414x1315x1760 | 2414x1315x2255 G212 2366 2426
SDF150-3 | 13| 190(2.97 - 14.25|104.9-503.2 | 110| 150 | 4.0 5.5| 2414x1315x1760 | 2414x1315x2255 G 2% 2366 2426

* Free air delivery for the complete package in accordance with ISO 1217, Appendix E, at 20°C ambient temperature and maximum pressure. Emitted sound pressure values from 64 dB(A)

according to DIN EN IS0 2151:2009
**Max. pressure of the compressor, the 7.5 bar indications are to be provided as reference values. The machines are shipped standard in 8 bar.

" super-silenced on the intake side 2 super-silenced on the intake and on the exhaust air side
The shown performance data refer to compressors with standard equipment.
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