
Standard reference atmosphere conforms to ISO 8778: 1 bar(g), 20°C, 65% relative humidity
Performance according to ISO 1217 : 2009 (E), Annex C
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UV Series Vacuum Pumps - Technical Data

m³/h = air capacity at the rated pressureHz = frequency

®since 1923
rotary vane technology
UNI EN 9001: 2015 and
ISO 14001 certified

vacuum pumps
air compressors
service worldwide
plant engineering

* = total machine absorbed power with class IE3 efficiency electric motors, all auxiliares included.
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Pneumofore has the right to implement changes and improvements to the described technical data any 

time either for technical or marketing reasons.

50Hz

mbar(a) PSI(g) m³/h m³/hcfm cfm kW HP kW HP kW HP kW HP mm inch

256 151 4,9 6,7 8,0 825 33

261 154 5,1 6,9 8,3 915 36

263 155 5,3 7,2 8,7 1.170 46

437 257 9,5 12,9 15,5 1.600 63

453 267 9,9 13,5 16,2 680 27

471 277 10,3 14,0 16,9 1.775 70

1.089 641 17,9 24,3 29,2 1.385 55

1.121 660 19,8 26,9 32,4 1.280 51

1.122 660 21,1 28,7 34,4 2.180 86

1.497 881 24,5 33,3 40,0 1.600 63

1.523 896 27,0 36,7 44,2 1.770 70

1.526 898 28,7 39,0 46,8 2.180 86

1.977 1.163 38,8 52,8 63,4 2.270 90

2.024 1.191 40,0 54,4 65,3 1.450 57

2.030 1.195 41,0 55,7 66,9 2.050 81

3.028 1.782 56,5 76,8 92,2 2.670 105

3.116 1.834 60,6 82,4 98,8 1.280 51

3.119 1.836 64,0 87,0 104,4 2.000 87

6.056 3.564 114,5 155,7 187,1 4.180 165

6.232 3.668 122,7 166,8 197,7 1.080 42
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Noise

60Hz

db(A)

UV30

30 30

37

Weight

kg lbs

Dimensions

L x W x H

687,5 7,5

11 15 15

Nominal Power Absorbed Power *Pressure 
Range

Capacity

50Hz

5,5

50Hz
Model

12.12578 792x100 2x90

6.28378 79

67

50 Hz 60 Hz 60 Hz 60Hz

90UV50

2x75

UV4

UV8

UV16

UV24

22 69 70

74 75

68 69

55

40

50

10

20

125

2x125

75

2.95473 74

3.968

UV100

75

30 40

45 60

100

441

1.477

5.500

2.850

1.800

1.340

290

670

1.070 2.360

72,7


